                       MATERIAL  SAFETY  DATA  SHEET

PRODUCT:      METATEC  520                                              MSDS  NO: 76
   ( Rust Preventive Oil Clear Drying Type)

PACKING :  200 L m.s. barrels

1. COMPOSITION

Resin,  plasticiser, additive, solvent etc.

2. PHYSICAL DATA

Appearance


:
A clear / pale straw colored liquid

Odour



:
Solvent smell

Solubility


:
Insoluble in water.


Property


:
Dries to a hard transparent film

3. FIRE  &  EXPLOSION  DATA

Flammable limits

:
 Flammable  ( Flash  Point  35˚ C )

4. REACTIVITY  DATA


Incompatibility

:
Acids / Alkalis  / Water


Stability

    
:
Stable


Hazardous Decomposition }
:
Solvent Vapor  Flammable

and Incompatibility  
        }

5. HEALTH   HAZARD  DATA
Primary routes of exposure


:
 Eyes, Skin, Inhalation

            Signs and symptoms of overexposure (acute): 
 Not Known 

6. EMERGENCY  AND  FIRST  AID  PROCEDURES

Eyes
:
Immediately rinse with water for at least 15 minutes, lifting upper 

                                   and lower lids occasionally. Get immediate medical attention.


Skin
:
Rinse exposed area with water for a least 15 minutes. Get medical 
  

           attention. Remove contaminated clothing and wash before re-use.

           Ingestion  :
Do not induce vomiting. Vomiting will cause further damage to the 



throat. Call a doctor.

           Inhalation :     Remove individual to fresh air. If breathing has stopped, artificial   

                                   respiration should be used. Call a doctor, never give anything by 

                                   mouth to an unconscious person.
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7. SPECIAL   PROTECTION   INFORMATION

Respiratory protection
:
If in confined area, wear NOISH/MSHA 







approved respirator


Protection gloves

:
Neoprene type PVC


Ventilation requirements
:
Local exhaust


Eye protection


:
Safety glasses with side shield

            Other protective clothing       :
Normal work clothing, synthetic apron, taking care to protect  face and arms.

MANUFACTURER   /  SUPPLIER DATA

NAME  &  ADDRESS


:
THIN – CHEMIE FORMULATIONS







‘  BEJOYA  ‘

30 SCHOOL VIEW ROAD

CHENNAI 600 028

TELEPHONES



:
2493 81 48

FAX




:
2495 40 12

E – mail



:
thinchem @ yahoo. com

CONTACT PERSON IN EMERGENCY :
MR. MANOHAR KRISHNAN

DISCLAIMER

Information contained in this MSDS is believed to be reliable but no representation, guarantees or warranties of any kind are made as to its accuracy, suitability for a particular application or results to be obtained from them. It is up to the User to ensure that the information contained in the MSDS  is relevant to the product manufactured / handled or sold by him as the case may be. The Manufacturer / Supplier of this product makes no warranties expressed or implied in respect of the adequacy of this document for any particular purpose. 
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