                         MATERIAL  SAFETY  DATA  SHEET

PRODUCT:    CHEMTEC 30                                              MSDS  NO: 
(Rust Preventive Oil Non – drying)

1. COMPOSITION


Mineral sprits


Oil


Inhibitors


Special
Addition

2. PHYSICAL DATA

Appearance

:
Amber colored liquid  


Odour


:
solvent smell agreeable


Sp.Gr.@RT

:
0.85


Vapour Pressure (mm Hg)
:
Not known


Evaporation Rate

:
Slow


Vapor Density (Air = 1)
:
Heavier

3. FIRE & EXPLOSIN DATA

Flash Point

:
35 C


Flammable limits

:
Flammable

Extinguishing Method
:
Combustible liquid, Water spray (fog).Dry 

chemicals:C02; or foam may be used where product is stored.


Special Firefighting Procedures:
Wear self-contained breathing apparatus with 

a full face Piece operated in the positive pressure demand mode and full body protection when fighting fires. Solvent vapour can travel to an ignition source and flash back.

4. REACTUVE DATA


Incompatibility

:
Strong oxidizing agents


Stability

:
Stable


Hazardous Decomposition Products: Oxides of Carbon 

5. HEALTH HAZARD DATA
Primary routes of exposure
:

Eyes, skin, Inhalation

              Signs and symptoms of overexposure )acute):  Vapours may cause 



  
               headache,  dizziness and Muscular weakness. 





 Excessive inhalation may cause 

                                                                                         oxygen deficiency.

6. EMERGENCY AND FIRST AID PROCEDURES

Eyes
:
Immediately rinse with water for at least 15 minutes, lifting upper 




and lower lids occasionally. Get immediate medical attention.


Skin
:
Rinse exposed area with water for a least 15 minutes. Get medical 




attention. Remove contaminated clothing and wash before re-use.


Ingestion
:
Don not induce vomiting. Vomiting will cause further damage to the throat. Call a 




doctor.


Inhalation: 
Remove individual to fresh air. If breathing has stopped, artificial 




respiration should be used. Call a doctor, never give anything by 




mouth to an unconscious person.

7. SPECIAL PROTECTION INFORMATION

Respiratory Protection
:
If in confined area, wear NOISH/MSHA approve respiration


Protection Gloves
:

Neoprene type PVC


Ventilation Requirements:

Local exhaust


Eye Protection

:
Safety glasses with side shields


Other protective clothing:

Normal work clothing, synthetic apron, taking care to 






protect face and arms.






*******************************

