CHEMTOL  20  Z

   ( NEAT  CUTTING  OIL  )

DESCRIPTION

CHEMTOL  20  Z  is a non – corrosive, neat cutting oil with premium performance . It is formulated from highly refined base oils and fortified with chlorinated EP additives. This contains effective rust, oxidation inhibitors and special mist suppressing agent.

TYPICAL  APPLICATIONS

CHEMTOL  20  Z  IS recommended for machining and grinding both ferrous and non – ferrous metals with high operating temperature range.

PERFORMANCE STANDARDS

CHEMTOL  20 Z  is formulated to meet proprietary specifications.

CUSTOMER BENEFITS

· Offer excellent lubricity characteristics 

· Improved  surface finish.

· Good oxidation stability

· Reduced chances of misting and fuming

· Provide good dimensional accuracy while machining

TECHNCIAL  DATA

     PARAMETERS


 TYPICAL  RESULTS

VISCOSITY  AT  40  C, cSt


20

VISCOSITY  INDEX



135 




FLASH  POINT , COC, C



170

WELD LOAD, Kg




350 

SP. GR





0.80 – 0.85

FURTHER INFORMATION

For further information on Special Oils, Coolants, Rust Preventives, Chemical Processes for Pretreatment of Metal Surfaces and Prevention of Corrosion, apply to the following:

CORPORATE   OFFICE     :    THIN – CHEMIE FORMULATIONS

‘BEJOYA’

30, School View  Road

Chennai 600 028.

Phone :  24938148
Fax No :  2495  4012

Email  :  thinchem@yahoo.com
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