          CHEMCUT
   NEAT  CUTTING OILS

SULPHURIZED,  ACTIVE

              These products are specially blended form highly refined mineral oils and sulphurized fatty oils containing active sulphur. Sulphur present reacts chemically at the tool work / chip interface, to produce metallic derivatives which form a low friction film, between the metal surfaces, which is effective upto 1000 C . 
These products are recommended for gear cutting, hobbing, threading, tapping , thread milling operations.

These products are not recommended for use on cuprous metals. 
                                      TECHNICAL   DATA 

                                           CHEMCUT   103                       CHEMCUT   110

Appearance                 
 Clear amber liquid    
                     Clear amber liquid
K.V.@ 40  cSt                             35                                                      25
Flash Point C ( COC )
             150                                                   150

Copper Strip Corrosion
 Class 4




     Class 4 
@100 C for 1 hour
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SULPHURIZED,  NON – ACTIVE
                 These products  are blended form highly refined mineral oils & non – active sulphurized fatty oils. These  grades are recommended for general machining on both ferrous and non – ferrous metals and are used on older machines where cross contamination with hydraulic oil is likely.
These products offer improved surface finish and are ideal grades for rationalization.

These grades are non – corrosive and non – staining on cuprous metals.

       TECHNICAL DATA

                                             CHEMCUT 152                        CHEMCUT  156

Appearance                     Clear amber liquid                            Clear amber liquid 
KV @ 40 C cSt                         25                                                     65

Flash Point C (COC)                150                                                  150

Copper Strip Corrosion           1b                                                     1b

@100 C for 1 hour
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SULPHURIZED &  CHLORINATED 
These are  low viscosity oils containing sulphurized fat and chlorine as extreme pressure ( EP) additives . These products are recommended for drilling, boring, milling and honing operations on high speed machines. 

These products offer excellent flushing action. These products can be used on 
both ferrous and non – ferrous metals.




                TECHNICAL  DATA
                                              CHEMCUT  170                        CHEMCUT  171

Appearance                        Clear amber liquid                     Clear amber liquid 
KV @ 40 C cSt                            16                                                 10

Flash Point C ( COC)

    130



   
 130

Copper strip corrosion

@100 C for 1 hour

     1 b



  
  1 b










.. P4







4

SULPHURIZED FATTED   and
SULPHURED, CHLORINATED  & FATTED

These are highly refined mineral oils with active sulphur and fatty additives, CHEMCUT 534 is further synergized with compound containing chlorine and phosphorous.
These grades are  recommended for deep hole drilling and trepanning operations. These  products can also be used for gear hobbing and gear shaving operations on N C machines.

These grades offer high surface finish, excellent cooling properties & reduced wear of guide lands. 

These products are not recommended for use on cuprous metals.





            TECHNICAL DATA

                                                    CHEMCUT   334                 CHEMCUT  534

Appearance                            Clear amber liquid                     Clear amber liquid
KV @ 40 C cSt                                     14                                          16
Flash Point C (COC)

             150


    
  160

Copper strip corrosion

@100 C for 1 hour

             Class  4


           Class  4
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CHLORINATED & FATTED 

These products  are highly refined, low viscosity mineral oils containing fatty oils synergized with stable chlorinated additives.
These grades are recommended for honing of steel liners, ball bearing races, super finishin operations, even on hardened metals & also flat honing operation.

These grades offer improved surface finish & extended tool life.

These grades are non – staining and non – corrosion to cuprous metals.

Highly refined mineral oil containing fatty oils synergized with stable chlorinated additives.
Recommended for thread grinding, form grinding, milling, automatic lathe work etc.

This grade offers economy in usage

Ideally suited for machining of both ferrous and non – ferrous metals.





TECHNICAL DATA

                                              CHEMCUT 430                      CHEMCUT 480

Appearance                          Clear red fluid                              Clear red fluid
KV @ 40 C cSt                            4.5                                                   22

Flash Point C (COC)

    100



            150

Copper strip corrosion

@100 C for 1 hour

  Class 1b



           Class 1b 
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NOTE  
  

The above recommendations are given  in good faith and carry no warranty. The user will have to satisfy himself in all respects. 
  

Information regarding plant, equipment or materials not manufactured by THIN -CHEMIE is based on experience and is provided as part of the Technical Service.  THIN-CHEMIE accepts no responsibility for such plant, equipment and material. 

  

FURTHER INFORMATION 

  

For further information on Special Oils, Coolants, Rust Preventives, Chemical Processes for Pretreatment of Metal Surfaces and Prevention of Corrosion, apply to the following: 

  

CHENNAI OFFICE         :            THIN-CHEMIE FORMULATIONS 
                                                   ‘ BEJOYA ‘ 

   30, SCHOOL VIEW ROAD 

   CHENNAI  600 028. 

  

                                                   PHONE  :  2493 81 48 

    FAX  NO : 2495  4012 

  

                                                    E - MAIL : thinchem@yahoo.com 

                                                                   thinchemie@yahoo.co.in 

  












      Web: www.Thinchemie.com 






  

