    CHEMILO  482

NEAT  CUTTING OIL

CHEMILO  482  is  a neat cutting oil used for machining aluminum and also for ferrous  metals

CHEMILO  482  is a pale colored extreme pressure ( EP ) type , neat cutting oil blended from solvent refinished mineral oils. It is synergised with stable chlorinated additives. These chlorinated additives produce metallic derivatives which form a low friction film to prevent  wear & welding and is effective up to 600 ˚C  

APPLICATION

Recommended for machining aluminum in transfer line. Also used for ferrous & non – ferrous metals

TYPICAL   PRODUCT   DATA

APPEARANCE 



 Clear bright pale amber fluid

DENSITY




 0.835 - .840

KIN.VIS @ 40 ˚ C 



 4 – 6 mm2/s

FLASH  POINT



 125 ˚ C min

POUR POINT



 0˚C

COPPER STRIP CORROSION 

 Max  1 ( a )

AT 100˚C FOR 1  HOUR

CHLORINE  CONTENT


 Max  0.2 – 0.25 %
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FURTHER INFORMATION

For further information on Special Oils, Coolants, Rust Preventives, Chemical Processes for Pretreatment of Metal Surfaces and Prevention of Corrosion, apply to the following:

CORPORATE   OFFICE     :    THIN – CHEMIE FORMULATIONS

‘BEJOYA’

30, School View  Road

Chennai 600 028.

Phone :  2493 8148


Fax No :  2495  4012

Email  :  thinchem@yahoo.com
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