







FAS - ADD  80
Emulsifier Additive  For    

   Soluble cutting  oils
FAS - ADD  80  ( Additive  )  is a base additive system formulated to emulsify paraffinic  mineral oils of the type SN 70 / HVI  Spindle Oil / Alprol N 12. It is a carefully balanced formula containing emulsifiers, biocides and anti – corrosion agents to provide exceptional emulsification, low foam and rust protection

RECOMMENDED   DOSAGE  RATES
FAS – ADD 80 can be used at a concentration between  18 – 20 % by weight for soluble oils
EFFECTS  /   BENEFITS

· Good Cooling and Lubricating properties
· Tool life  extended 

· Better finish for the machined part / components 

· Reduced Power Consumption

· Excellent Emulsion Stability & Long life

· Excellent Corrosion Inhibitor

· No foaming

· Non – Staining

· Good Thermal stability

· Operator friendly

· Possessing Antibacterial Property
· Hard water Tolerance  
APPLICATIONS

FAS - ADD   80  is an excellent  base additive system for all soluble oil machining fluids for use with steel and cast iron. Typical recommendations will be for general cutting, milling, drilling, tapping and reaming application. In addition,  the product can be considered for mild forming application such as tube rolling 
TYPICAL  SPECIFICATION

Appearance   



:
Dark Brown liquid

Sp. Gr




:
1.00
-    1.05  

K. Viscosity @ 100 C  Cst

:
30

Flash Point  C  ( COC)  Min

:
110

Emulsion Stability  Test


:
Passes

pH of Emulsion  ( 5 % in


:
9.0   -    9.5 

D / water )
NOTE  

The above recommendations are given  in good faith and carries no warranty. The user will have to satisfy himself in all respects. 

Information regarding plant, equipment or materials not manufactured by THIN -CHEMIE is based on experience and is provided by part of the Technical Service.  THIN-CHEMIE accepts no responsibility for such plant, equipment and material.

FURTHER  INFORMATION

For further information on Special Oils, Coolants, Rust Preventives, Chemical Processes for Pretreatment of Metal Surfaces and Prevention of Corrosion, apply to the following:

CHENNAI OFFICE 
:   
   THIN-CHEMIE FORMULATIONS 

 




   ‘ BEJOYA ‘

   30, SCHOOL VIEW ROAD

   CHENNAI  600 028.

 




   PHONE  :  2493 81 48

   FAX  NO : 2495  4012

  




    E - MAIL : thinchem@yahoo.com







           thinchemie@yahoo.co.in
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