 CHEMLENE  60  Z
         Dip  Alkaline  Cleaner

                                                            For   Non-Ferrous  Metal
CHEMLENE  60  Z  is a powerful emulsifying cleaner particularly for 
non- ferrous metal surfaces like zinc and its alloys, galvanized iron, 
electro – deposited zinc, aluminum and its alloys etc.  It is used by DIP.

BENEFITS

CHEMLENE 60  Z   provides the following benefits :

Mildly alkaline  &  Inhibited
Excellent detergency  &  Emulsification
Easy Rinsability
Prepares  surface  for Phosphating  &  Painting 
EQUIPMENT  

This is made entirely of mild steel.

USES

CHEMLENE  60 Z  is ideal for dip cleaning of,  zinc galvanized iron and electro deposited zinc surfaces & aluminium and its alloys. It can also be used for steel and iron. 
PRECLEANING

It is most important remove all heavy grease b y prior solvent cleaning 
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OPERATING  DATA
Bath Strength  

5  -  10 Kg of Chemlene  60 Z  per 100 litres

Points


30 – 50 

Temp ° C


70 – 80 

Dip Time


5 – 15 mts 
BATH  CONTROL  & MAINTENANCE

TEST METHOD

1.       Pipette  10 ml of the bath sample into a clean  100 ml  conical flask

2.
Add 1 – 2 drops of methyl orange  ( 0.1 % solution )

3.
Titrate against N /10 Hydrochloric or Sulphuric acid solution to 

Pink  end point

4. 
No. of mls of acid consumed is the  Points , of the bath.

REPLENISHMENT

Add 100 gm  for 1000 L  bath to raise the point by One.
CLEAN  OUT

CHEMLENE  60 Z bath should be discarded at regular intervals. This is dictated by actual usage /contamination conditions  & advice will be given by Thin – Chemie..
SAFETY  PRECAUTIONS

Even through  CHEMLENE  60 Z  is mildly alkaline, it should be handled with care. Operators should wear protective clothing  such as apron, gloves, goggles  etc. 
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TECHNICAL  SERVICE

Thin – Chemie’s  service is available for the startup of the bath and advice on regular Control & Maintenance for best results.

FURTHER INFORMATION

For further information on Special Oils, Coolants, Rust Preventives, Chemical Processes for Pretreatment of Metal Surfaces and Prevention of Corrosion, apply to the following:

CORPORATE  OFFICE       :   THIN – CHEMIE FORMULATIONS

‘BEJOYA’

30, School View  Road

Chennai 600 028.

Phone : 2493  8148 ,  


Fax No :  2495  5012

Email  :  thinchem@yahoo.com
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