







    CHEMSOL RC
        ( Radiator  Cleaner )

CHEMSOL   RC   is a neutral non-foaming solvent based emulsion cleaner. It has the following advantages :

· Can be applied by Brush, Dip or Spray

· Can be used on non – ferrous metal like aluminum, copper,

brass etc. (eg. Radiators,  copper, brass vessels etc. )

· Can also be used on ferrous metal

· Can be used in  a Single  Stage Washer with or without subsequent water rinsing 
· Can also be used in Multi Stage Washers before phosphating or passivation

· Does not cause irritation to skin

· No fire risk.

OPERATING DATA

BRUSH
Can be applied as such or after dilution – 1 part of Chemsol  RC with two or three parts of water. After through brushing & cleaning the surface may be rinsed with water.

DIP

Chemsol RC  may be used as such or diluted 1:2  with water & dip applied at room temperature or at 50 – 60˚C. &  subsequently  rinsed in water.
SPRAY
Chemsol RC may be sprayed from a hard spray gun at a low to moderate pressure of 10 – 20 psi ( 1 – 2 kg / cm 2 )

Chemsol RC may be used in a Single or Multistage spray equipment for washing or before phosphating or passivation,  at pressures up to 
100 psi ( 10 kg / cm2    
TEMPERATURE 
: RT to 80˚ C 
 STRENGTH 
:  1 – 10 %

REPLENISHMENT

The bath should be changed as frequently as necessary,  depending upon the quantum & type of contamination to be removed 

EQUIPMENT

Mild steel tanks &  veejets for spray.
SAFETY PRECAUTIONS :

Though neutral,  the use of rubber gloves, aprons, boots & goggles by operators are recommended,   particularly when Chemsol RC is used by spray.
NOTE:

Information regarding plant, equipment or materials not manufactured by Thin-CHEMIE is based on experience and is provided by part of the Technical Service.  THIN-CHEMIE accepts no responsibility for such plant, equipment and material.

FURTHER INFORMATION

For further information on Special Oils, Coolants, Rust Preventives, Chemical Processes for Pretreatment of Metal Surfaces and Prevention of Corrosion, apply to the following:

CHENNAI OFFICE 
:   
 THIN-CHEMIE FORMULATIONS 

   ‘ BEJOYA ‘

   30, SCHOOL VIEW ROAD

   CHENNAI  600 028.

   PHONE  :  2493 81 48

   FAX  NO : 2495  4012

   E - MAIL : thinchem@yahoo.com


       thinchemie@yahoo.co.in
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