

               CHEMDINE  422

    
        ( DIP  PICKLING  CHEMICAL ) 

INTRODUCTION

CHEMDINE  422  is specially formulated Pickling  /  Derusting chemical and has the following advantages.

BENEFITS

1. Contains no mineral acid like Hcl or H2So4 

2. Based on phosphoric acid  & inhibitor

3. Contains a powerful detergent / emulsifier

4. Easily rinseable

5. Low temperature  45 – 55° C

6. Short dip time

7. Does not attack parent metal

PROCESS 

The following process is commonly adopted

1.  Degrease by solvent or Emulsion cleaner Chemsol 130 or Alkaline 

    cleaner Chemlene 1D

2.  Cold Water rinse
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3. Dip in Chemdine 422 for 1–3 mts at 45–55° C for removal of light scale/ 

    rust and 5 – 10 mts for heavy scale rust

4. Cold water rinse

5.  Hot water or Passivating rinse in Chemlyte 10 

7.  Air or oven dry

EQUIPMENT 

Chemlene 422 needs acid resistant equipment like stainless steel or Fibreglass

GENERAL  :

The above recommendations are given  in good faith and carries no warranty. The user with have to satisfy himself in all respects. 

FURTHER INFORMATION

For further information on Special Oils, Coolants, Rust Preventives, Chemical Processes for Pretreatment of Metal Surfaces and Prevention of Corrosion, apply to the following:

CHENNAI  OFFICE       : 
THIN – CHEMIE FORMULATIONS

‘BEJOYA’

30, School View  Road

Chennai 600 028.

Phone :   5519 88 51 ,   5519 88 52


Fax No :  2 495  5012

Email  :  thinchem@yahoo.com
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