                     
      TEST  FOR   EMULSIFYING  PROPERTY
          TO IS 1154  : 1957

                                                                                            FOR

       RUST PREVENTIVE OILS

        ( CHEMTEC DW TYPE )

TEST FOR  EMULSIFYING  PROPERTY  TO   IS 1154  :  1957

Pipette out 75 ml of Temporary Corrosion Preventive CHEMTEC and 

25 ml of Sodium Chloride 3% ( W/V ) solution ( Analytical Reagent Quality ) in a stoppered glass cylinder and shake it vigorously ) for 2 minutes. Leave the cylinder undisturbed at room temperature for ONE HOUR. Record the volume for the separated Temporary Corrosion Preventive CHEMTEC .

A Minimum of 60 ml of Temporary Corrosion Preventive separate  within ONE HOUR . This will be considered to meet the specification requirement satisfactorily.

CHEMTEC types like DW 950 , 901, 902  etc, will separate vapidly conforming  to IS  1154 : 1957

FURTHER INFORMATION

For further information on Special Oils, Coolants, Rust Preventives, Chemical Processes for Pretreatment of Metal Surfaces and Prevention of Corrosion, apply to the following:

CORPORATE   OFFICE     :  THIN – CHEMIE FORMULATIONS

‘ BEJOYA’

30, School View  Road

Chennai 600 028.

Phone :  5519  8850 ,   5519  8851


Fax No :  2495  4012

Email  :  thinchem@yahoo.com
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