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TEMPORARY  RUST PREVENTIVE ( TCF ) FLUID

  SOFT FILM, SOLVENT DEPOSITED
 WATER DISPLACING

1.
TEST  FOR  WATER  DISPLACEMENT  PROPERTY

1.1.  
Polish M.S. panels on both sides thoroughly and rinse them in Acetone & dry
1.2.
Dip the degreased panels in 3 % ( W/V )  Sodium Chloride ( Analytical Reagent quality ) solution for 30 seconds. Withdraw momentarily to ensure that the film is complete, Dip for a further period of 90 seconds.
1.3.
Withdraw the panels, allow to drain for 10 seconds, immediately dip the panels in the Temporary Rust Preventive for 2 mts.  Withdraw and examine the panels visually to find out, whether complete displacement of water has taken place. Allow to hang in a vertical position for 
one hour at room temperature.

1.4.
Suspend the panels vertically in a closed desiccator, containing Sodium Carbonate solution to maintain humidity for 72 hours at room temperature, then examine for corrosion.
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1.5. Complete displacement of water should take place in three out of 4 panels & should not show any corrosion . Any corrosion extending 
up to 6 mm from the edges shall be ignored
FURTHER INFORMATION

For further information on Special Oils, Coolants, Rust Preventives, Chemical Processes for Pretreatment of Metal Surfaces and Prevention of Corrosion, apply to the following:

CORPORATE   OFFICE     :  THIN – CHEMIE FORMULATIONS

‘ BEJOYA’

30, School View  Road

Chennai 600 028.

Phone :  2493 8148,


Fax No :  2495  4012

Email  :  thinchem@yahoo.com
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