                                                                          

 CHEMDROL   G
                                                                                                                                                               
                   ( Gear  oils  ) 

 

CHEMDROL G   oils are extreme pressure type industrial gear oils, which contain sulphur-phosphrous compounds, and have better thermal stability and higher oxidation resistance compared to conventional lead-naphthenate gear oils.

 

CHEMDROL G   oils  have  :

              

                       Good demulsibility 

                       Low foaming tendency 

                       Good rust & corrosion protection

 

CHMDROL  G  oils  meet  the following standards  :  

 

                        AGMA standard 250.04

                        ASLE  standard  G-315.  G1000.  G1500,  G2150  

                        IS : 8406-1985

                        US Steel requirement No 222 & 224

                        IPSS : 1-09-003 specifications 

 

CHEMDROL  G 68 & G 150    also meet USA  specifcations and pass FZG  rating 12th stage.

 

CHEMDROL  G oils are recommended for all heavy duty enclosed gear drives with circulation or splash lubrication system operating under heavy or shock load conditions upto a temperature of 100 c. However, for worm gears, the bulk oil temperature is usually restricted to 95 c.

 

CHEMDROL G oils can also be used for plain and roller bearings, sliding surfaces, chain drives, sprockets, flexible couplings employing splash, circulation or spray lubrication systems requiring EP type oils.

 

 
                                           GEAR  OILS
 

      TYPE             KV  cSt @ 40 C           V I          FLASH POINT  COC° C
                                                           ( MIN )              ( MIN )
 

 

      G 68                64 - 72                         90                      204

 

      G100              95 - 105                        90                      204

 

      G150              145 - 155                      90                       204

 

      G 220              210 - 230                     90                        232

 

                                    ( Other grades on request )

 

 

NOTE  
 

The above recommendations are given  in good faith and carries no warranty. The user will have to satisfy himself in all respects. 

 

Information regarding plant, equipment or materials not manufactured by THIN -CHEMIE is based on experience and is provided by part of the Technical Service.  THIN-CHEMIE accepts no responsibility for such plant, equipment and material.

 

FURTHER  INFORMATION
 
For further information on Special Oils, Coolants, Rust Preventives, Chemical Processes for Pretreatment of Metal Surfaces and Prevention of Corrosion, apply to the following:

 

CHENNAI OFFICE         :            THIN-CHEMIE FORMULATIONS 

                                                   ‘ BEJOYA ‘

   30, SCHOOL VIEW ROAD

   CHENNAI  600 028.

 

                                                   PHONE  :  2493 81 48

   FAX  NO : 2495  4012

 

                                                    E - MAIL : thinchem@yahoo.com

                                                                     thinchemie@yahoo.co.in

                                      ******************

 

 

 
