          CHEMDROL  H
                                           
            Hydraulic oils
                 ( Anti-wear types  ) 
 
 
 
 
 
 

 
CHEMDROL H oils are blended from highly refined base stocks and carefully  selected anti-oxidant ,anti-wear,  anti rust & anti-foam additives to get the best possible lubrication characteristics. 
  
CHEMDROL  H  oils have long service life and one recommended for hydraulic systems due do excellent lubrication characteristics and a wide variety of circulation systems of industrial and automotive equipment.
 
CHEMDROL H oils are also used for compression  crankcase lubrication, but are not-recommended for lubrication of turbines and equipments having silver coated components. These oils Pass Vickers  V-104 vane pump test and meet 1S = 10522 – 1983 (Reaffirmed 1993) and IPSS  1 – 09 - 022   specifications
 
CHEMDROL   H 
 
Hydraulic and circulating oils
 

( Anti-wear Type ) 
                                        KV cSt @ 40 C          VI          Flash Point
                                                                  ( Min )     COC° C ( Min )
 
CHEMDROL         22  H           20 – 24            95                160
 
CHEMDROL        32  H            29 – 32            95               190 
 
CHEMDROL       46  H             43 – 48            95                200 
 
CHEMDROL       57  H             55 – 60            95               210 
 
CHEMDROL       68  H             64 – 72            95               210 
 
CHEMDROL      100  H           95 -105            90               210
 
CHEMDROL       150  H         145 – 155          90               230
                                                        
NOTE  
 
The above recommendations are given  in good faith and carries no warranty. The user will have to satisfy himself in all respects. 
 
Information regarding plant, equipment or materials not manufactured by THIN -CHEMIE is based on experience and is provided by part of the Technical Service.  THIN-CHEMIE accepts no responsibility for such plant, equipment and material.
 
FURTHER  INFORMATION
 
For further information on Special Oils, Coolants, Rust Preventives, Chemical Processes for Pretreatment of Metal Surfaces and Prevention of Corrosion, apply to the following:
 
CHENNAI OFFICE         :            THIN-CHEMIE FORMULATIONS 
                                                   ‘ BEJOYA ‘
   30, SCHOOL VIEW ROAD
   CHENNAI  600 028.
 
                                                   PHONE  :  2493 81 48
   FAX  NO : 2495  4012
 
                                                   E - MAIL : thinchem@yahoo.com
                                                                    chemkrish@yahoo.com
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