CHEMQUENCH   RQ

    (  Rapid Quenching Oils )
Description

CHEMQUENCH RQ oils are Premium quality, Fast quenching oils, formulated with highly refined, high VI base oils fortified with sophisticated additive to give faster quenching rates.  These grades have good thermal and oxidation stability, good fluidity and low volatility.  These are available in ISO viscosity grades of 12, 18, 22, 32, 46 and 57.

Typical Applications

CHEMQUENCH  RQ  oils are recommended for general quenching operations on wide variety of steel parts such as nuts, bolts, ball bearings, brake drums and Carbon and Alloy steel components.   Since these grades do not contain any fatty material, these can be used for quenching of components after carbonitriding also.

Performance Standards

CHEMQUENCH RQ fast quenching oils generally meet BIS 2664-1993 specifications.

Customer Benefits

· Provide a choice of quenching speeds.

· Minimize fire hazards from oil flash.

· Impart good hardening properties.

· Resist sludging and Viscosity thickening.

· Useful for quenching after carbonitriding.

· Low volatility leads to low oil consumption.

· Have good oxidation and Thermal stability.

· Good defoaming properties.
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KEY PROPERTIES

	CHEMQUENCH  RQ


	Parameters
	Typical Results

	ISO VG GRADE
	12   RQ
	18 

RQ
	22    RQ
	32  RQ
	46 

RQ
	57 

RQ

	Viscosity at 40 oC, cSt.
	11 to 14
	16 to 18
	18 to 24
	27 to 35
	36 to 46
	46 to 90

	Viscosity Index
	90
	90
	90
	90
	90
	90

	Pour Point, oC
	0
	0
	0
	0
	0
	0

	Flash Point, oC, COC
	160
	160
	170
	190
	200
	200

	Quenching time, Secs.
	17
	17
	17
	21
	24
	24


NOTE  

The above recommendations are given  in good faith and carries no warranty. The user will have to satisfy himself in all respects. 

Information regarding plant, equipment or materials not manufactured by THIN -CHEMIE is based on experience and is provided by part of the Technical Service.  THIN-CHEMIE accepts no responsibility for such plant, equipment and material.

FURTHER  INFORMATION

For further information on Special Oils, Coolants, Rust Preventives, Chemical Processes for Pretreatment of Metal Surfaces and Prevention of Corrosion, apply to the following:

CHENNAI OFFICE 
:   
   THIN-CHEMIE FORMULATIONS 

 




   ‘ BEJOYA ‘

   30, SCHOOL VIEW ROAD

   CHENNAI  600 028.

 




   PHONE  :  2493 81 48

   FAX  NO : 2495  4012

  




    E - MAIL : thinchem@yahoo.com







           thinchemie@yahoo.co.in
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