     CHEMPHOS   5  Z
 Zinc Phosphating of 

     Galvanised Iron
INTRODUCTION 

CHEMPHOS  5 Z is a single chemical intended for the treatment of zinc and its alloys at room temperature. It can be applied either by immersion or spray.
CHEMPHOS  5 Z  produces on zinc and galvanized surfaces a grey zinc phosphate coating which provides satisfactory protection against corrosion.

CHEMPHOS   5 Z is primarily designed to give protection to galvanized surfaces during storage and transit. Surfaces treated with Chemphos 5 Z can be subsequently painted. 

OPERATING DATA

Bath  make  up  

 10  to  20  litres  per   100    litre  bath

Strength ( Point )

10 – 20 ml
Temperature

Room Temperature
Dip Time


5 to 10 mts
PROCESS SEQUENCE  

1.
Degrease  in CHEMLENE 90

2.
CWR

3.
Zinc Phosphate with Chemphos 5 Z

4.
CWR

5.
Passivate in CHEMLYTE 10  
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MAINTENANCE  OF THE BATH

POINTAGE  TITRATION  ( STRENGTH )
1.
Pipette 10 ml bath sample into a conical flask and dilute to 100ml with distilled water.

2.
Add 6 – 8 drops of phenolphthalein indicator
3.
Titrate against 0.1 N Sodium Hydroxide solution until the color turns from yellow to red.

4.
Record the number of milliliters of 0.1 N Sodium  Hydroxide  as the 
‘ POINT ‘ 
REPLENISHMENT

Add 1 litre of CHEMPHOS  5  Z  per 100 litres of bath for each ml lacking. The bath should be kept within 1.0 ml of the specified POINT

NOTE : Whenever a portion of the bath is discarded or lost by leakage, the volume should be restored with the same proportion of chemical and water as used in the original bath. 

OPERATIONAL   RECOMMENDATION
The initial charge and replenishment data  contained herein are normal for most installation, however, a deviation from this data may be necessary if indicated by local conditions.

Discard the bath every month and make a fresh one, if necessary every two weeks. 
DRYING

Dry in  oven at 100 – 110 C  for 10 – 15 mts.
FURTHER INFORMATION

For further information on Special Oils, Coolants, Rust Preventives, Chemical Processes for Pretreatment of Metal Surfaces and Prevention of Corrosion, apply to the following:

CORPORATE  OFFICE 
:   
 THIN-CHEMIE FORMULATIONS 

   ‘ BEJOYA ‘

   30, SCHOOL VIEW ROAD

   CHENNAI  600 028.

Phone :  2493 81 48,  Fax : 2495 4012
  E - MAIL : thinchem@yahoo.com
