







     CHEMPHOS  2 2 5

   ( Zinc phosphate  for
             Cold Application )

Chemphos 225 is an accelerated zinc phosphate coating formed at room temperature
zinc phosphate coating formed is light and offers a good base for paint adhesion and corrosion resistance .
TECHNICAL DATA
Appearance


   :  Water White clear liquid

Sp. Gr. @ RT

   :  1.18   Minimum
Miscibility


   :  Freely missable with water in all proportions
Application 


   : Mix 1 part of Chemphos 225 with 2 parts of 




     distilled water

Ageing 


  : The bath must be aged with steel wool or 




    clean steel scarp,  before starting normal work.

Dip time 


  : 10 mts minimum

Coating


  : A light nail scartchable zinc phosphate 




    coating
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Coating weight 

  : 1.1. – 4.3    gm / m 2 

Presence of


  :  Positive to qualitative test for zinc phosphate
zinc phosphate

Specification  

  :  Chemphos 225 meets the ICF  specification . 

     ICF / MD / Spec 115 in  the above respects.

FURTHER INFORMATION

For further information on Special Oils, Coolants, Rust Preventives, Chemical Processes for Pretreatment of Metal Surfaces and Prevention of Corrosion, apply to the following:

CORPORATE OFFICE       :    THIN – CHEMIE FORMULATIONS

‘BEJOYA’

30, School View  Road

Chennai 600 028.

Phone :  2493 8148, 


Fax No :  2 495  5012

Email  :  thinchem@yahoo.com
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