CHEMTEC  173,  184  &   274

       RUST PREVENTIVES

        (= HP’s  RUSTOPS )

CHEMTEC   173,  184   &  274

These consist of film forming ingredients, rust inhibitors and water displacing additives in solvent. On evaporation of the solvent, thin soft film is obtained.

CHEMTEC  173  &  184 contain water-displacing additives, which will displace all traces of moisture on the surface of compounds being coated and replace them with a protective film.

CHEMTEC  173   &  184 are used on a wide range of single, items; also on interior surfaces where elaborate protection is unnecessary and in certain cases for the interim protection of assemblies. Because of the need for evaporation of the solvent it should not be used where small orificed cavities occur.

CHEMTEC 274 is a  premium rust preventive and is specially designed as protective for all types of bearings. Its superior characteristics protect the components for extended durations. It is also used as a sealant for phosphated components.

CHEMTEC 274 can be used for dual purpose-for interprocess treatments as well as for application on the precision parts at the final stage. For final application, it can be used as such, whereas it can be diluted with Mineral Turpentine to cut costs when used for interprocess treatments.

These can be applied by Spray or Cod dip method.
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                                        CHEMTEC

     PROPERTIES 


73
184
274

1. FLASH POINT C 
35

35
40

2. COPPER STRIP CORROSION
  
1
 1
 1

    3 hrs @ 100 C (ASTM)

3. WATER DISPLACEMENT TEST

Pass
Pass
Pass

4. COVERAGE sqm/L


45
25
75

5. IS 1154 – 1957


Meets
Meets
            -

FURTHER INFORMATION

For further information on chemical processes for pretreatment of metal surfaces and prevention of corrosion, apply to the following:

CHENNAI OFFICE

:THIN-CHEMIE FORMULATIONS





‘ BEJOYA ‘

30 School View Road





Chennai 600 028





Phone : 493 8148
493 9050





Fax No:  495 4012


Email  :  thinchem@hotmail.com

                                                                        thinchem@yahoo.com



*******************

TECHNICAL DATA




CHEMTEC  274

RUSTOP   274

Appearance

Brown colored clear         Brown colored clear




viscous liquid

viscous liquid

Sp. Gr. @ RT

0.85


0.85

Viscosity @ RT by

24 sec


24 sec

Ford Cup No.4

Flash Point  ˚C

35


35

Copper Strip

Corrosion


1


1

Water Displacement

Test  to  IS  1154 : 1957
Pass


Pass

Emulsification Test

To IS 1154:1957

Meets


-

Coverage Sqm/L

75


75

CONCLUSION

CHEMTEC  274  is similar to RUSTOP  274  in all respects.
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                   TECHNICAL  DATA




CHEMTEC  173

Appearance


Amber colored clear liquid      

Sp. Gr. @ RT

0.85





Viscosity @ RT by

14 sec




Ford Cup No.4

Flash Point  o C

35





Copper Strip

Corrosion


1





Emulsification Test

To IS 1154 : 1957

Meets





Coverage Sqm/L

45





                 


********************

