 






         CHEMTEC    87 

             DEWATERING  RUST PREVENTIVE OIL

Chemtec  87 is a light bodied product, inhibited with special additives to ensure protection against rusting . The oil can be applied by dipping / spraying & leaves a protective film. This film can be removed easily with petroleum solvent, by alkaline cleaning or by vapor degreasing agent.

Chemtec 87  is used for indoor storage for protection during  between operations, and short-term storage before wrapping. The protective film can be also used for short term outdoor storage and for protection of black sheets during storage and transportation in steel plants.

Chemtec 87 is also recommended for internal protection of engines and machineries where removal of oil film is difficult.

The protective film formed is compatible with lubricating oils . 

APPLICATION  : 
By Dip, Spray or Brush 

CONTROL & MAINTENANCE OF DIP BATHS

The optimum performance and consumption of Chemtec  87 (RPO ) depends upon proper and regular control in the following manner.

The bath must be thoroughly stirred and allowed to settle for a minimum of 1 hour. Take a representative sample and check the following properties.

TEST



PARTICULARS
     


  
 PERIOD OF TEST


APPEARANCE

Should be clear, free from turbidity               
 Daily

VISCOSITY BY BSB4 CUP
12 – 14 Secs.




    Daily

WATER REMOVAL 

After every shift, remove the collected          Every shift

water from the bottom

REPLENISHMENT


The bath level must be checked 

   Daily

every day and fresh material 
Chemtec  87 must be added
to bring the bath to the working level.

DEWATERING  PROPERTY
75 ml of oil and 25 ml of plain distilled   
   Weekly

TO IS 1154



water are mixed in a 100 ml stoppered 
cylinder, Shake for 1 mt, and allowed to
stand. A minimum of 60 ml oil should 
separate within 1 hour

SALT SPRAY RESISTANCE
Should stand a  min of 48 hrs.
            Monthly

CLEANOUT



The entire tank should be cleaned out every

month. If found to be in good condition

it may be filtered and used. But filtration
must  be done every month.

          TECHNICAL  DATA

APPEARANCE                      Pale straw /Amber colored  Liquid  
SP.GR.@RT                          0.80 – 0.85                       
  


VISCOSITY BSB4 CUP        12  -  15 seconds                


FLASH POINT

     32 – 35 
 C





FILM



     Touch to Dry





WATER DISPLACEMENT     Passes






TEST  TO IS  1154


FURTHER INFORMATION

For further information on Special Oils, Coolants, Rust Preventives, Chemical Processes for Pretreatment of Metal Surfaces and Prevention of Corrosion, apply to the following:

CORPORATE   OFFICE     :    THIN – CHEMIE FORMULATIONS

‘BEJOYA’

30, School View  Road

Chennai 600 028.

Phone :  2493 8148


Tele Fax No :  2495  4012,  2496 0657

Email  :  thinchem@yahoo.com





**************************

APPLICATION  : 
By Dip Spray or Brush 

CONTROL & MAINTENANCE OR DIP BATHS

When Chemtec 87 is used by dip in a tank, proper control l & Maintenance is necessary

Viscosity of the bath must be checked everyday by BSB4 Cup & enough 

Chemtec DW 950 or Chemtec 87 is added to maintain the viscosity between  12 – 15 Seconds 

The bath showed be periodically cleaned & any sediment found should be removed & the material filtered & but beeke before use

Periodically, Thin – Chemie will check the bath sample & given a Report 

