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  CHEMTEC 16B

INTRODUCTION 

CHEMTEC 16B Heavy is a soft film, water displacing type corrosion preventive.  This grade can be applied displaced type corrosion preventive.  This grade can be applied directly on water wet metal surfaces where it displaces water and offers a firm, soft, tacky film, which can withstand subsequent handling.  The most popular method of application for this grade is by dipping.  The protective film can be removed by wiping with rags soaked in solvents like kerosene or Mineral Turpentine or by alkaline degreasants like CHEMLENE 1D.

This grade complies with IS: 1674 specifications.

APPLICATIONS:

The firm oily film offered by CHEMTEC 16B Heavy is very effective for protection on steel tubes, bars, wires and strips and is patronized by leading tube manufacturers.  It is also used as a protective for bare sheetings, wheel rings, auto parts, machined components, etc.

CHARACTERISTICS:

The typical figures for CHEMTEC 16B HEAVY are given in the characteristics table.

	Appearance
	Thin, amber fluid

	Specific Gravity @30oc
	0.825

	Flash Point 0c
	40

	Protection:     Indoors

                       Outdoors
	6-10 months

2 months

	Coverage (sq.m/litre)
	20 – 30

	Water displacement test as per IS: 1154
	Passes


These are typical figures and do not constitute a specification.

FURTHER INFORMATION

For further information on chemical processes for pretreatment of metal surfaces and prevention of corrosion, apply to the following:

CHENNAI OFFICE:



`BEJOYA’


THIN-CHEMIE FORMULATIONS







22 School View Road







Chenai  600 028







Phone: 493 8148








Fax No:  495 4012







Email:   thinchem@yahoo.com
