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       RUST  PREVENTIVE  OIL

CHEMTEC  21

This consists of film forming ingredients, Rust Inhibitors and Water Displacing Additives in solvent. On evaporation the solvent, a thin soft film is obtained.

CHEMTEC  21 contains water-displacing additives, which will displace all traces of moisture on the surface of components being coated and replace them with a protective film.

CHEMTEC  21  is a premium rust preventive and is specially designed as protective  for all types of ferrous metals . Its superior characteristics protect the components for extended durations. It is also used as a sealant for phosphated components.

CHEMTEC  21  can be used for dual purpose-for interprocess treatments as well as for application on the precision parts at the final stage. For final application, it can be used as such, whereas it can be diluted with mineral turpentine to cut costs, when used for interprocess treatments.

CHEMTEC  21  can be applied by Spray of Cold Dip or brush method.

TECHNICAL     DATA

APPEARANCE

:
A light brown colored clear liquid

SP.GR. @ RT

:
0.85

VISCOSITY BY FORD  CUP 
:
12  -  14 Secs.

No.4 @ RT

DRYING TIME

:
Non - drying.
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FILM TYPE

:
Clear film

FILM THICKNESS (Microns)
:
15 - 20

COVERAGE (Sq m/L)
:
15  - 20

FURTHER   INFORMATION


For further information on chemical processes for pretreatment of metal surfaces and prevention of corrosion apply to the following.

THIN – CHEMIE  FORMULATIONS
   Ph :     2493 8248

‘ BEJOYA ‘


               2493 9050

30  SCHOOL  VIEW  ROAD

CHENNAI     600 028

 FAX :   2495  4012





Email:   thinchem @ yahoo.com

RESIDENT OFFICES:
BANGALORE 
CALUCATTA

LUDHINAN
TIRUCHY

COIMBATORE
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