    



   



         CHEMTEC


RUST  PREVENTIVES





                


  ( DEWATERING )
INTRODUCTION

These are soft film deposited, water displacing type, corrosion preventives. These fluids can be applied directly to water met metal surfaces, where they displace water, leaving a protective film. All these fluids have excellent spreading and they can be applied either by dipping or by spraying. The protective films of all these grades can be removed by wiping off with rags/cloth soaked in kerosene / mineral turpentine  or by alkaline degreasants  

( like CHEMLENES ) or solvent degreasing methods (CHEMSOLS)

CHEMTEC   DW  901,  DW  902,  DW  904, DW  908 & DW  950, DW 911  comply to
IS: 1154  specification.

APPLICATIONS

CHEMTEC   DW 901    This grade is intended for severe conditions and leaves a  

                                   greasy film. The film is resistant to handling and gives  

                       excellent protection. It can be used for protection during   

                       storage of valuable machine tools and as a final protective  

                                        for tools and machined components in factory stores or shops.

CHEMTEC   DW 902   This grade  offers a soft, tacky, oily film of good mechanical 

                      strength which can withstand subsequent handling. The 

                      product has wide application for  protection of components 

                      with high  degree of finish, in machine shops and heavy 

                      machinery and plant manufacture eg., tools, fasteners , 

                                       strips, etc. It has excellent resistance to salt spray and hence 

                                       can be  applied on components to be freighted by sea.


CHEMTEC   DW 904   This grade is used for protection of components ( viz.  

                      fasteners ) which are to be subsequently wrapped in paper. 

                      It is also used as inter- operational protective for removal of 

                      soluble oil emulsion.

CHEMTEC  DW 908    This efficient dewatering fluid leaves a very thin oily film with 

                little protective properties. It is used on non- ferrous metals 

                                  like aluminum alloys and brass to displace water and prevent 

                 tarnishing. Its thin oily film can be easily removed by wipe.


CHEMTEC  DW 950    This is only a dewatering fluid. It does not offer any 

              protective film. It is used on water wet metal surfaces 

              to displace  water. It is ideally suited for use on 
              electroplated/ anodized components. It can be used                                         

              prior to application of Rust Preventive which have no                                    

              Dewatering Properties.

CHEMTEC  DW 911    This efficient dewatering fluid leaves a very thin oily film with 

                                       little protective properties.  This grade is used for protection of 

                                       compounds. It is thin oily film can be easily removed by wipe.




DW 901      DW  902     DW 904      DW 908          DW  950


Appearance             -----   Amber, clear fluids -----       Light amber    Water white




         clear fluid   

      clear liquid

Sp. Gr.
               0.828            0.828          0.830        0.793             0.780

Flash Point             
40 
     
40
         40            40
              40

PROTECTION


Indoors                  4–6 Months    3-5  Months ½ Month     
    -                       -

Outdoors               1 – 2 Months    1 Month            -              -                       -

Coverage               25 - 35 
     35 - 45      50 - 60     35 – 45             -

(M2/Litre)

Water

displacement        
Passes
     Passes       Passes      Passes           Passes

Test as per

IS  1154





           .


       DW 911      

Appearance                   Light amber   
                                      clear fluid       

Sp. Gr.
           
  0.793           

Flash Point                         40
              
PROTECTION


Indoors                  
 1 Week        
Outdoors                              -

Coverage               

    35 – 45             -

(M2/Litre)

Water

displacement       
          Passes

Test as per

IS  1154

These are typical figures and do not constitute a specification

FURTHER INFORMATION

For further information on Special Oils, Coolants, Rust Preventives, Chemical Processes for Pretreatment of Metal Surfaces and Prevention of Corrosion, apply to the following:

CORPORATE OFFICE 
:            THIN-CHEMIE FORMULATIONS 

     ‘ BEJOYA ‘

     30, SCHOOL VIEW ROAD

     CHENNAI  600 028.

     PHONE  :   2493 8148
     FAX  NO : 044 – 2495  4012, 2496 0657

     E - MAIL: thinchem@yahoo.com  
*************************
