BOOSTER
    ( For  use with Zinc Phosphating

 Chemical    to  increase Coating Weight )
BOOSTER   is added to zinc phosphating chemicals and serves the following functions :
It increases the coating weight at the same operating parameters. The coating formed is denser and finer and has a higher corrosion resistance.

It retards the iron buildup, enhances the bath life and leads to consistently uniform zinc phosphate coatings.

It has no adverse effect on sludge formation.

OPERATING DATA

BOOSTER is added in the ratio of  - 1 part of BOOSTER to 4 or 9  parts of zinc phosphating chemical. Ie. 10 – 20 % 
There is no change in the normal operating parameters adopted viz. Strength, Temperature, Dip Time etc.

TEST  FOR   BOOSTER   CONTENT

Normally it is not necessary to test and control the BOOSTER addition. Where required, a zinc estimation  may be done before and after the addition of BOOSTER
COST

The BOOSTER addition will not increase the total cost of the process. If at all,. It will result in some saving, as it ret4rds the Iron buildup and increases the bath life.

FURTHER INFORMATION
For further information on Special Oils, Coolants, Rust Preventives, Chemical Processes for Pretreatment of Metal Surfaces and Prevention of Corrosion, apply to the following:

CHENNAI OFFICE 
:   
  THIN-CHEMIE FORMULATIONS 

   ‘ BEJOYA ‘

   30, SCHOOL VIEW ROAD

   CHENNAI  600 028.

   PHONE  :  24 93 81 48

   FAX  NO : 2495  4012

   E - MAIL : thinchem@yahoo.com


       thinchemie@yahoo.co.in
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