





               
  CHEMFIX   106

( NEUTRALISER )

INTRODUCTION

CHEMFIX 106 is an alkaline buffered powdered chemical used to produce a neutralizing bath.

CHEMFIX 106 prevents the build up of acidity in the rinse bath after pickling with Hcl or H2S04. It also prevents the formation of rust blush on any phosphate – coated metal, which is to be stored or lubricated and cold drawn at a later date.

SUMMARY OF OPERATING DATA

Bath make up

For each 100 litres of bath, add to the water with stirring:

CHEMFIX 106


-  
0.50 – 1.0 Kg   ( 0.5 – 1.0 % )

Note : The concentration of  CHEMFIX 106, best suited to each line, is determined by experience.

Control Points ( for Normal Operating Conditions ) :

Temperature – RT to 80˚ C

Dip Time
  - 1 to minute 

Maintenance of the bath :

The CHEMFIX 106 bath should be tested frequently with Blue Litmus paper. When the bath turns the Litmus paper pink, it should be discarded.
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If it is inconvenient to discard the rinse immediately, it may be temporarily replenished by the addition of 0.20 kg CHEMFIX 106 per 100 litre of bath. However, repeated replenishments will reduce the effectiveness of this bath.

NOTE: Whenever a portion of the bath is discarded or lost by leakage, the volume should be restored with the same proportion of chemical and water as used in the original bath.

OPERATIONAL RECOMMENDATIONS

The initial charge and replenishment data given are for normal operation. If however, a change is necessary to suit a particular production condition, it will be advised by our Technical Service Representative.

FURTHER INFORMATION

For further information on Special Oils, Coolants, Rust Preventives, Chemical Processes for Pretreatment of Metal Surfaces and Prevention of Corrosion, apply to the following:

CORPORATE   OFFICE     :    THIN – CHEMIE FORMULATIONS

‘BEJOYA’

30, School View  Road

Chennai 600 028.

Phone :  5519  8850 ,   5519  8851


Fax No :  2495  4012

Email  :  thinchem@yahoo.com
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