CHEMLISER 61

  ( Neutraliser cum Inhibitor )


      after Pickling 
INTRODUCTION

Chemliser 61 is an inhibited alkaline powdered chemical used to produce a neutralizing bath.  This rinse bath, which is used immediately after the work has been pickled in a mineral acid .  It prevents corrosion where the work is oiled or painted 

CHEMLISER 61  performs both as a Neutralizer and Corrosion Inhibitor . When allowed to dry,  it prevents  rusting back.
SUMMARY OF OPERATING DATA

1. Bath  Make-up

For each 100 litres of bath, add to the water with stirring.

CHEMLISER 
61
1 to 2 kg

Note:
 Demin water must be used for bath make up and replenishment

The concentration fo CHEMLISER 61,   best suited to each line,  is determined by experience.

2. Control Points (for normal operating conditions)

Temperature

RT  to  80 C

Dip Time

1 – 2 minutes
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MAINTENANCE  OF  THE  BATH 

The Chemliser 61 bath should be tested frequently with Blue Litmus paper.  When the bath turns the Litmus paper pink, it should be discarded.

NOTE: Whenever a portion of the bath is discarded or lost by leakage, the volume should be restored with the same proportion of chemical and water as used in the original bath.

OPERATIONAL   RECOMMENDATIONS

The initial charge and replenishment data contained herein are normal for general operation.  However, our Thin-Chemie’s Technical Representative may suggest a variation in the operating data, if indicated by local conditions.

EQUIPEMENT  NOTES

The tank for CHEMLISER 61 bath is constructed of mild steel.

FURTHER INFORMATION

For further information on Special Oils, Coolants, Rust Preventives, Chemical Processes for Pretreatment of Metal Surfaces and Prevention of Corrosion, apply to the following:

CORPORATE OFFICE       :    THIN – CHEMIE FORMULATIONS

‘BEJOYA’

30, School View  Road

Chennai 600 028.

Phone :  2493 8148

Fax No :  2 495  5012

Email  :  thinchem@yahoo.com
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