







    STRIPLENE
    ( PAINT  REMOVERS )

INTRODUCTION

There are tow types of Paint Removers

1.Sovlent based and

2.Alkali based

The solvent based paint removers are used at room temperature, while Alkali based ones are used hot. Solvent based paint removers are usually toxic, have a pungent odour but are on – flammable

STRIPLENE  S

This is a solvent based paint remover recommended for both Brush and Dip application. The painted components are brushed or soaked in Striplene S for sufficiently long till the paint film crumbles. It is then scraped off by a putty knife and then the surface may be wiped finally with clean cloth dry or wetted with clean solvent or N C Thinner

For Dip application Striplene PR may be contained in a mild steel tank provided with a lid with small vent holes for the vapor to escape.

STRIPLENE A

This is an alkaline based paint remover used at a temperature of 80 – 90 C contained in a steel tank. The articles are soaked in Striplene A for sufficient length and the rinsed in water before use
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HANDLING   PRECAUTIONS

Striplene S is non – flammable but is fast evaporation and is toxic and has a pungent odour. Operators must wear gloves goggles and nose masks and suitable protective equipment. The operational area must be well ventilated as the vapor is heavy.
Striplene A is highly alkaline and gloves, eye glasses and protective equipment as are used for handling caustic soda should be used.

NOTE  

The above recommendations are given  in good faith and carries no warranty. The user will have to satisfy himself in all respects. 

Information regarding plant, equipment or materials not manufactured by THIN -CHEMIE is based on experience and is provided by part of the Technical Service.  THIN-CHEMIE accepts no responsibility for such plant, equipment and material.

FURTHER INFORMATION

For further information on Special Oils, Coolants, Rust Preventives, Chemical Processes for Pretreatment of Metal Surfaces and Prevention of Corrosion, apply to the following:

CHENNAI OFFICE 
:   
   THIN-CHEMIE FORMULATIONS 

 




   ‘ BEJOYA ‘

   30, SCHOOL VIEW ROAD

   CHENNAI  600 028.

 




   PHONE  :  2493 81 48

   FAX  NO : 2495  4012

  




    E - MAIL : thinchem@yahoo.com







         thinchemie@yahoo.co.in

